
Manual Motor Starters Section 1

963.216

963.316

UN .....

HS .....

Protection Standard IP55
	 	 Overload Setting Range - Amps
	 Ref No.	 From	 -	 To

	 ESM1-0.16	 0.1	 -	 0.16

	 ESM1-0.25	 0.16	 -	 0.25

	 ESM1-0.4	 0.25	 -	 0.4

	 ESM1-0.63	 0.4	 -	 0.63

	 ESM1-1	 0.63	 -	 1

	 ESM1-1.6	 1	 -	 1.6

	 ESM1-2.5	 1.6	 -	 2.5

	 ESM1-4	 2.5	 -	 4

	 ESM1-6.3	 4	 -	 6.3

	 ESM1-10	 6.3	 -	 10

	 ESM1-16	 10	 -	 16

	 ESM1-20	 16	 -	 20

	 ESM1-25	 20	 -	 25

* State voltage when ordering eg: 240V or 415V

Accessories
	 Ref No.	 Description	

	 HS11	 1 NO + 1 NC Contact Block

	 HS20	 2 NO Contact Block

	 HS10	 1 NO Contact Block

	 HS01	 1 NC Contact Block

	 VHS11	 1 NO (MBB) Contact Block

	 GE1	 Enclosure IP55

	 FP1	 Flush Plate IP55

	 963.216	 Enclosure c/w 2P+E 240V, Appliance Inlet and Emergency Stop 
	 		 Push-button

	 963.316	 Enclosure c/w 3P+E 415V, Appliance Inlet and Emergency Stop 
	 		 Push-button

	 UN *	 Under Voltage Release

	 AS*	 Shunt Release

	 PV	 Emergency Stop Button

ESMI-25

FP1

GE1

AS .....

All ESM1 Motor Starters work at 110V, 240V & 415V.
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