
VSA 2.0 - Single Phase 200-240V AC 50/60Hz - IP20

Section 1 Inverter/Variable Speed Drives

Speed control for standard AC induction motor applications including: 
Pumps, Fans, Compressors, Mixers and Conveyors.

VSA & VSC 2.0 - Three Phase 380-480V AC 50/60Hz - IP20

Options

		  Max Output	 Power at	 Rated	 Frame Size	 Net
		  Current 150% 	 400V	 Current	 Dimensions (mm)	 Weight
	 Ref No.	 rated for 60Hz 	 kW	 Amps 	 H    x    W    x    D	 kg

	 VSA48-002	 3.45	 0.75	 2.3	 132	 118	 148	 1.68

	 VSA48-004	 5.7	 1.5	 3.8	 132	 118	 148	 1.7

	 VSA48-005	 7.8	 2.2	 5.2	 132	 118	 148	 1.73

	 VSC48-009	 13.2	 4	 8.8	 187	 128	 148	 2.2

	 VSC48-013	 19.5	 5.5	 13	 260	 186	 195	 6.6

	 VSC48-018	 26	 7.5	 17.5	 260	 186	 195	 6.6

	 Ref No.	 Options

	 INE111	 VSA Remote Keypad Kit c/w 2 metre cable

	 INE112	 VSC Remote Keypad Kit c/w 2 metre cable

	 INE113	 Program Memory Copy Unit (JNSIF-MP)

	 INE114	 Input/Output Expansion Card (JNSIF-IO)

	 INE115	 RS485 Communications Card (JNSIF-485)

	 INE116	 RS232 Communications Card (JNSIF-232)

	 -	 VSC Brake Resistor for VSC48-009 (400W150R 126% braking torque 10% duty cycle)

	 -	 VSC Brake Resistor for VSC48-013 (600W150R 102% braking torque 10% duty cycle)

	 -	 VSC Brake Resistor for VSC48-018 (750W150R 99% braking torque 10% duty cycle)

		  Max Output	 Power at	 Rated	 Frame Size	 Net
		  Current 150% 	 230V	 Current	 Dimensions (mm)	 Weight
	 Ref No.	 rated for 60Hz 	 kW	 Amps 	 H    x    W    x    D	 kg

	 VSA23-1-01	 2.55	 0.18	 1.7	 132	 77	 130.5	 0.71

	 VSA23-1-03	 4.65	 0.37	 3.1	 132	 77	 130.5	 0.73

	 VSA23-1-04	 6.3	 0.75	 4.2	 132	 77	 130.5	 0.73

	 VSA23-1-07	 11.2	 1.5	 7.5	 132	 118	 148	 1.25

	 VSA23-1-07	 11.2	 1.5	 7.5	 132	 118	 148	 1.25

Features:

•	 Built-in 1st environment RFI filter 
as standard to EMC limits, so drives 
can be compliant in both industrial/
residential networks.

•	 Shaft Power Monitor under & 
overload protection on VSA model.

•	 Integral keypad (VSA fixed - VSC 
detachable) and speed control 
potentiometer.

•	 Full PID control, sleep function and 
automatic timed pump.

•	 Selectable Normal V/F of full 
Sensorless Vector Control.

•	 Low Voltage Override, Spin Start, 
Auto Reset, Torque Boost & Slip 
Compensation.

•	 Optional door mounting keypad, 
parameter copy unit, RS232/485 & 
expanded I/O.

•	 All models are supplied c/w a hard 
copy Quick Start Guide.

•	 Brake resistors are Heavy Duty 
open-wire-wound, suitable for 
in-panel mounting
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