
34.328.0005.1

20A, 250V/400V - CAS 0.75mm2 to 2.5mm2

Protection Standard IP68 (3 metres, 2 hours)

A range of safe and waterproof 3 and 5 pole connectors that are fast and 
easy to install, just click to connect.

Section 9 IP68 Connection Kits 
5 Pole

Applications

•	 Outdoor lighting.

•	 Installation of luminaires in
 	 car parks, tunnels, garage 	
	 forecourts etc, etc.

•	 Temporary building structures.

•	 Installation of portable 
	 outdoor equipment.

Features:

•	 Pluggable installation system.

•	 IP68 for use in harsh environments.

•	 Simple and reliable connection.

•	 Low installation costs

•	 20 Amp rated current

•	 -40°C to 100°C temperature range

34.328.0005.2

99.906.0000.7

5 Pole Single Installation
	Kit Ref No.	 Kit Contents	  Quantity

 	34.328.0005.1	 IP68 Male Connector 	 1
 		 IP68 Female Connector  	 1

5 Pole Double Installation
	Kit Ref No.	 Kit Contents	  Quantity

 	34.328.0005.2	 IP68 Male Connector 	 1
 		 IP68 Double Entry Female Connector  	 1

Compact Distribution Box
	Ref No.	 Description	  

 	99.906.0000.7	 Compact Distribution Box
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