
Non-Corrosive Fluorescent Fitting Site 
Tripods - 110V
Ref No	 Description

FTP2FT2X16/NC	 Site tripod c/w twin 2ft fluorescent fitting, 5 metres of cable, 	
	 110V plug & 2 x 16 Amp 2P+E 110V sockets. (Tubes not supplied)

FTP5FT2X16/NC	 Site tripod c/w single 5ft fluorescent fitting, 5 metres of cable, 	
	 110V plug & 2 x 16 Amp 2P+E 110V sockets. (Tubes not supplied)

FS2FT2X16/NC	 Floor standing twin 2ft fluorescent fitting, 5 metres of cable 
	 c/w 2 x 16 Amp 110V sockets. (Tubes not supplied)

Section 10 Tungsten Halogen 
Site Tripods - 500W

TT500X2 110V

FS2FT2X16/NC

FS2FT2X16/NC

TT500 240V

Ref No	 Description

TT500 110V*	 Tungsten halogen telescopic site tripod c/w 3 metres of cable, 	
	 110V, 16 Amp, 2P+E plug and lamp.

TT500 240V*	 As above c/w 13 Amp and 240V plug.

TT500X2 110V* 	 Twin headed telescopic site tripod c/w 3 metres of cable, 
	 110V, 16 Amp, 2P+E plug and lamp.

TT500X2 240V *	 As above c/w 13 Amp and 240V plug.

* 	Will accept Edison Energy Saving Lamps: 
	 EDJ118/24 110V and EDJ118/24 240V,
	 118mm, 24W, R75, 4000K Low Energy 
	 Compact.
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