
Section 10 Panel transformers

					     Dimensions (mm)
Ref No	 VA	 Input	 Output	 W	 D	 H	 Weight

	 CCM50/24	 50	 230/415V	 24V	 76	 76	 85	 1.2kg

	 CCM50/48	 50	 230/415V	 48V	 76	 76	 85	 1.2kg

	 CCM50/110	 50	 230/415V	 110V	 76	 76	 85	 1.2kg

	 CCM50/230	 50	 230/415V	 230V	 76	 76	 85	 1.2kg

	 CCM100/24	 100	 230/415V	 24V	 84	 88	 92	 1.9kg

	 CCM100/48	 100	 230/415V	 48V	 84	 88	 92	 1.9kg

	 CCM100/110	 100	 230/415V	 110V	 84	 88	 92	 1.9kg

	 CCM100/230	 100	 230/415V	 230V	 84	 88	 92	 1.9kg

	 CCM150/24	 150	 230/415V	 24V	 96	 92	 112	 2.7kg

	 CCM150/48	 150	 230/415V	 48V	 96	 92	 112	 2.7kg

	 CCM150/110	 150	 230/415V	 110V	 96	 92	 112	 2.7kg

	 CCM150/230	 150	 230/415V	 230V	 96	 92	 112	 2.7kg

	 CCM200/24	 200	 230/415V	 24V	 96	 104	 112	 3.5kg

	 CCM200/48	 200	 230/415V	 48V	 96	 104	 112	 3.5kg

	 CCM200/110	 200	 230/415V	 110V	 96	 104	 112	 3.5kg

	 CCM200/230	 200	 230/415V	 230V	 96	 104	 112	 3.5kg

	 CCM300/24	 300	 230/415V	 24V	 120	 88	 120	 4.1kg

	 CCM300/48	 300	 230/415V	 48V	 120	 88	 120	 4.1kg

	 CCM300/110	 300	 230/415V	 110V	 120	 88	 120	 4.1kg

	 CCM300/230	 300	 230/415V	 230V	 120	 88	 120	 4.1kg

	 CCM400/24	 400	 230/415V	 24V	 120	 102	 120	 5.1kg

	 CCM400/48	 400	 230/415V	 48V	 120	 102	 120	 5.1kg

	 CCM400/110	 400	 230/415V	 110V	 120	 102	 120	 5.1kg

	 CCM400/230	 400	 230/415V	 230V	 120	 102	 120	 5.1kg

	 CCM500/24	 500	 230/415V	 24V	 120	 112	 120	 5.9kg

	 CCM500/48	 500	 230/415V	 48V	 120	 112	 120	 5.9kg

	 CCM500/110	 500	 230/415V	 110V	 120	 112	 120	 5.9kg

	 CCM500/230	 500	 230/415V	 230V	 120	 112	 120	 5.9kg

	 CCM1000/110	 1000	 230/415V	 110V	 150	 150	 142	 13.0kg

	 CCM1000/230	 1000	 230/415V	 230V	 150	 150	 142	 13.0kg

CCM50-110

A range of standard transformers with commonly specified output voltages 
and multiple input options, for use on a full range of European supplies.

Specification

Power Capability:	 50VA t0 1000VA

Primary Taps:	 +15V / 0V / -15V / 230V / 400V

Insulation Class:	 B

Isolation Class:	 1

Ambient:	 40°C

Pri-Sec Insulation:	 4.5kV

Supply Tolerance:	 +6%, -10%

Earth Tab:	 Faston 6.3 x 0.8mm	

•	 Multi-tapped primary
•	 Centre tapped secondary
•	 Insulation between windings
•	 Short duration surge load capacity

•	 50/60Hz operation
•	 Varnish impregnated windings
•	 Touch proof terminals
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