
	 Rating	 Approx		  Overload Rating
	(415V 3 Phase)	 FLC		  Amps
	 KW	 HP	 AC3 Amps	 (Starter body + overload)	 From	 -	 To

	0.25	 1/3	 0.9	 DL11 415V + DL2-1.6	 0.63	 -	 1

	0.37	 1/2	 1.3	 DL11 415V + DL2-1.6	 1	 -	 1.6

	0.56	 3/4	 1.6	 DL11 415V + DL2-2.5	 1.6	 -	 2.5

	0.75	 1	 1.8	 DL11 415V + DL2-2.5	 1.6	 -	 2.5

	1.1	 1.5	 2.6	 DL11 415V + DL2-4	 2.5	 -	 4

	1.5	 2	 3.4	 DL11 415V + DL2-4	 2.5	 -	 4

	2.2	 3	 5	 DL11 415V + DL2-6	 4	 -	 6

	3	 4	 6.5	 DL11 415V + DL2-8	 5	 -	 8

	3.7	 5	 8	 DL11 415V + DL2-10	 7	 -	 10

	4	 5.5	 8	 DL11 415V + DL2-10	 7	 -	 10

	7.5	 10	 15	 DL11 415V + DL2-18	 12	 -	 18

	11	 15	 22	 DL11 415V + DL2-25	 17	 -	 25

	 Rating	 Approx		  Overload Rating
	(240V 1 Phase)	 FLC		  Amps
	 KW	 HP	 AC3 Amps	 (Starter body + overload)	 From	 -	 To

	0.07	 1/12	 1.1	 DL4 240V + DL2-1.6	 1	 -	 1.6

	0.1	 1/8	 1.5	 DL4 240V + DL2-1.6	 1	 -	 1.6

	0.12	 1/6	 1.7	 DL4 240V + DL2-2.5	 1.6	 -	 2.5

	0.18	 1/4	 2.1	 DL4 240V + DL2-2.5	 1.6	 -	 2.5

	0.25	 1/3	 2.6	 DL4 240V + DL2-4	 2.5	 -	 4

	0.37	 1/2	 3.6	 DL4 240V + DL2-4	 2.5	 -	 4

	0.56	 3/4	 5		  DL4 240V + DL2-6	 4	 -	 6

	0.75	 1	 6.7	 DL4 240V + DL2-8	 5	 -	 8

	1.1	 1.5	 9		  DL4 240V + DL2-10	 7	 -	 10

	2.2	 3	 17		 DL4 240V + DL2-18	 12	 -	 18

	3	 4	 22		 DL4 240V + DL2-25	 17	 -	 25

All plastic enclosures

Protection Standard IP55
415V 3 Phase 240V Single Phase

DL11 415V

Section 1MCG Direct on Line Starters without Isolator
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