
The Static Converter is designed to operate three phase motors with 
starting characteristics and duty cycles as generally experienced on machine 
tool applications (i.e. light to medium duty and relatively constant load 
conditions). 

This style of converter is typically used in single operator environments 
where in general, only one machine is used at a time. It has a range of 
settings for different size motors. 

Heavy duty options are available for heavier starting loads up to the single 
motor max load rating on the 3, 4 and 5.5kW units.

Section 12 Static Convertors - 
STC Range

		  Static Converter	 Static Converter	 Static Converter	 Single Phase Apply	 Single Phase Apply
		  Minimum Load	 Maximum Load	 Maximum Load	 220/240V Fuse or	 220/240V
	 Ref No.	 Single Motor	 Single Motor	 Multi-Motor	 Circuit Breaker	 Cable*

	 STC 1.1KW	 0.37kW/0.50hp	 0.75kW/1.0hp	 1.1kW/1.5hp	 13 Amp	 2.5mm

	 STC 1.5KW	 0.37kW/0.50hp	 01.1kW/1.5hp	 1.5kW/2.0hp	 13 Amp	 2.5mm

	 STC 2.2KW	 0.37kW/0.50hp	 01.5kW/2.0hp	 2.2kW/3.0hp	 15 Amp	 2.5mm

	 STC 5KW	 0.55kW/0.75hp	 02.2kW/3.0hp	 3.0kW/4.0hp	 20 Amp	 2.5mm

	 STC 4KW	 0.55kW/0.75hp	 03.0kW/4.0hp	 4.0kW/5.5hp	 25 Amp	 2.5mm

	 STC 5.5KW	 0.75kW/1.00hp	 04.0kW/5.5hp	 5.5kW/7.5hp	 32 Amp	 4.0mm

	 STC 7.5KW	 0.75kW/1.00hp	 05.5kW/7.5hp	 7.5kW/10.0hp	 40 Amp	 6.0mm

* Minimum cable size for run of up to 20 metres. For longer cable runs consult MCG direct.
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