
The SMA range of Static Converters has a fixed output and is designed and 
dedicated for specific single motor applications where equipment has a 
heavy starting load or is subjected to an abnormal surge current or duty 
cycle. Compressors, Pumps, Extractor Fans and Vehicle Hoists typically fall 
into this category.

Currently, sizes of SMA Static Converter are available designed to operate 
single motor loads between 0.75kW (1.0hp) and 11.0kW (15hp), and are 
housed in IP44 enclosures.

Both single-phase 220/240-volt and split-phase 440/480-volt electricity 
supplies can be accommodated for most sizes.

Static Converters - 
SMA Range

Section 12

			   Static Converter Ratings			  Single Phase Supply Voltage
			   Cyclic Load		  220/240 Volt		  440/480 Volt
					     Fuse		  Fuse
			   Maximum Load	 Maximum Load	 Circuit		  Circuit
	 Ref No.	 Minimum Load	 Single Motor	 Multi-Motor	 Breaker	 Cable	 Breaker	 Cable*

	 SMA1.5KW	 1.50kW/2.00hp	 1.50kW/2.00hp	 Not Applicable	 15 Amp	 2.5mm	 N/A	 N/A

	 SMA3KW	 3.00kW/4.00hp	 3.00kW/4.00hp	 Not Applicable	 20 Amp	 2.5mm	 N/A	 N/A

	 SMA4KW	 4.00kW/5.50hp	 4.00kW/5.50hp	 Not Applicable	 25 Amp	 4.0mm	 N/A	 N/A

	 SMA5.5KW	 5.50kW/7.50hp	 5.50kW/7.50hp	 Not Applicable	 30 Amp	 4.0mm	 15 Amp	 2.5mm

	 SMA7.5KW	 7.50kW/10.0hp	 7.50kW/10.0hp	 Not Applicable	 40 Amp	 6.0mm	 20 Amp	 4.0mm

	 SMA11KW	 11.0kW/15.0hp	 11.0kW/15.0hp	 Not Applicable	 60 Amp	 10.0mm	 30 Amp	 6.0mm

* Minimum cable size for run of up to 20 metres. For longer cable runs consult MCG direct. 
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