
The Rotary Converter is particularly suited to the multi-motor, multi-operator 
environment. Multi-motor applications can be accommodated up to the 
maximum loading of the converter provided that the specified maximum 
single motor load 
is not exceeded.

The Rotary Converter is often operated in conjunction with machine tools. 
However, for these application units chosen may need oversizing or a heavy 
duty option. It is also suitable for applications where equipment has a heavy 
starting load or is subjected to an abnormal surge current. Vehicle Hoists, 
Compressors, Pumps and Extractor Fans fall into this latter category. It should 
be noted that converters are designed for applications with a cyclic duty.

Section 12 Rotary Converters - 
MT & RT Range

	 Rotary	 Rotary Converter	 Rotary Converter	 Rotary Converter	 Single Phase Supply	 Single Phase Supply
	 Converter	 Minimum Load	 Maximum Load	 Maximum Load	 220/240V Fuse or	 220/240V
	 Ref Number	 Single Motor	 Single Motor	 Multi-Motor	 Circuit Breaker	 Cable**

	 MT-1.1KW	 No Minimum	 1.1kW/1.5hp	 1.1kW/1.5hp	 13 Amp	 2.5mm

	 MT-1.5KW	 No Minimum	 1.5kW/2.0hp	 1.5kW/2.0hp	 13 Amp	 2.5mm

	 MT-2.2KW	 No Minimum	 2.2kW/3.0hp	 2.2kW/3.0hp	 20 Amp	 2.5mm

	 RT-3.0KW	 No Minimum	 3.0kW/4.0hp	 3.0kW/4.0hp	 25 Amp	 4.0mm

	 RT-4.0KW*	 No Minimum	 4.0kW/5.5hp	 4.0kW/5.5hp	 25 Amp	 4.0mm

	 RT-5.5KW	 No Minimum	 5.5kW/7.5hp	 5.5kW/7.5hp	 32 Amp	 4.0mm

	 RT-7.5KW*	 No Minimum	 7.5kW/10.0hp	 7.5kW/10.0hp	 40 Amp	 6.0mm

	 RT-11KW	 No Minimum	 11.0kW/15.0hp	 11.0kW/15.0hp	 60 Amp	 10.0mm

	 RT-15KW*	 No Minimum	 15.0kW/20.0hp	 15.0kW/20.0hp	 80 Amp	 16.0mm

	 RT-18.5KW	 No Minimum	 15.0kW/20.0hp	 18.5kW/25.0hp	 100 Amp	 25.0mm

	 RT-22KW*	 No Minimum	 18.5kW/25.0hp	 22.0kW/30.0hp	 120 Amp	 25.0mm

** Minimum cable size for run of up to 20 metres. For longer cable runs consult MCG direct.
* Available in heavy duty only.
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