
Section 13Flexible Conduit

Glands for Above

Galvanised Steel Flexible PVC Covered
Constructed from galvanised steel with a black profiled sheathing 
providing excellent flexibility.

Galvanised Steel Flexible without PVC 
Covering
Constructed from galvanised steel without a PVC covering.

GSF CONDUIT WITH 
GLANDS FITTED

GSF GLANDS

	 Ref No	 Length	 Diameter Ø	 Colour

	 GSF16/10*	 10 metre coil	 16mm 	 Black
	 GSF16/30*	 30 metre coil	 16mm 	 Black
	 GSF20/10*	 10 metre coil 	 20mm 	 Black
	 GSF20/30*	 30 metre coil 	 20mm 	 Black
	 GSF25/10*	 10 metre coil 	 25mm 	 Black
	 GSF25/30*	 30 metre coil 	 25mm 	 Black
	 GSF32/10*	 10 metre coil 	 32mm 	 Black
	 GSF32/20*	 20 metre coil 	 32mm 	 Black

	 Ref No	 Length	 Diameter Ø

	 GSFB16/10*	 10 metre coil 	 16mm
	 GSFB16/30*	 30 metre coil 	 16mm 
	 GSFB20/10*	 10 metre coil 	 20mm 
	 GSFB20/30*	 30 metre coil 	 20mm 
	 GSFB25/10*	 10 metre coil 	 25mm 
	 GSFB25/30*	 30 metre coil 	 25mm
	 GSFB32/10*	 10 metre coil 	 32mm 
	 GSFB32/20*	 20 metre coil 	 32mm

	 Ref No	 Size	 Description

	 GSM16	 16mm 	 Standard male thread
	 GSM20	 20mm 	 Standard male thread
	 GSM25	 25mm 	 Standard male thread
	 GSM32	 32mm 	 Standard male thread
	 GSS16	 16mm 	 Swivel male thread
	 GSS20	 20mm 	 Swivel male thread
	 GSS25	 25mm 	 Swivel male thread
	 GSS32	 32mm 	 Swivel male thread

* Order in metres
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