
Section 1 MCG Contactor & Overload Combinations General Purpose

		  Rating	 Approx	 Overload Rating
	 ACI	 (415V 3 Phase)	 FLC	 Amps
	 Amps	 KW	 HP	 AC3 Amps	 Contactor + Overload Ref No.	 From	 -	 To

	 20	 4	 5.5	 9	 DL09-30-10* V Mini Contactor	 -		  -

	 20	 4	 5.5	 9	 DL09-30-01* V Mini Contactor	 -		  -

	 20	 0.56	 3/4	 1.6	 DL9-30-10* V + DL2-2.5	 1.6	 -	 2.5

	 20	 0.75	 1	 1.8	 DL9-30-10* V + DL2-2.5	 1.6	 -	 2.5

	 20	 1.1	 1.5	 2.6	 DL9-30-10* V + DL2-4	 2.5	 -	 4

	 20	 1.5	 2	 3.4	 DL9-30-10* V + DL2-4	 2.5	 -	 4

	 20	 2.2	 3	 5	 DL9-30-10* V + DL2-6	 4	 -	 6

	 20	 3	 4	 6.5	 DL9-30-10* V + DL2-8	 5.5	 -	 8

	 20	 3.7	 5	 8	 DL9-30-10* V + DL2-10	 7	 -	 10

	 20	 4	 5.5	 8	 DL9-30-10* V + DL2-10	 7	 -	 10

	 20	 5.5	 7.5	 11	 DL12-30-10* V + DL2-13	 9	 -	 13

	 32	 7.5	 10	 15	 DL12-30-10* V + DL2-18	 12	 -	 18

	 32	 9.3	 12.5	 18	 DL18-30-10* V + DL2-25	 17	 -	 25

	 40	 10	 13.5	 20	 DL25-30-10* V + DL2-25	 17	 -	 25

	 40	 11	 15	 22	 DL25-30-10* V + DL2-25	 17	 -	 25

	 52	 15	 20	 28	 DL32-30-10* V + DL2-32	 23	 -	 32

	 60	 18.5	 25	 36	 DL40-30-11* V + DL2-40	 30	 -	 40

	 60	 22	 30	 39	 DL40-30-11* V + DL2-50	 37	 -	 50

	 80	 25	 33	 45	 DL50-30-11* V + DL2-50	 37	 -	 50

	 125	 45	 60	 80	 DL80-30-11* V + DL2-80	 63	 -	 80

Note:	 ACI = Heating Load
	 AC3 = Motor Load

* State coil voltage when ordering
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