
		  AC1		  Main Poles 	 Enclosure
	 Ref No	 Amps	 NO		  NC	 (if required)

	 DL9-40-00*	 20	 4		  0	 EBS21

	 DL25-40-00*	 40	 4		  0	 EBS21

	 DL40-40-00*	 60	 4		  0	 EBS22

	 DL50-40-00*	 80	 4		  0	 EBS24

	 DL80-40-00*	 125	 4		  0	 33155

	 DL9-22-00*	 20	 2		  2	 EBS21

	 DL25-22-00*	 40	 2		  2	 EBS21

	 DL40-22-00*	 60	 2		  2	 EBS22

	 DL50-22-00*	 80	 2		  2	 EBS24

	 DL80-22-00*	 125	 2		  2	 33155

* State coil voltage when ordering

Section 1 MCG Contactors 
Heating Loads and Special 
Applications

MCG Contactor &
Overload Accessories

	 Ref No	 Description

	 DL1-11	 1 NO 1 NC Contact Block (DL9-80)

	 DL1-22	 2 NO 2 NC Contact Block (DL9-80)

	 DL1-02	 2 NC Contact Block (DL9-80)

	 DL1-20	 2 NO Contact Block (DL9-80)

	 DL1-13	 1 NO 3 NC Contact Block (DL9-80)

	 DL1-31	 3 NO 1 NC Contact Block (DL9-80)

	 DL1-40	 4 NO Contact Block (DL9-80)

	 MI09-32	 Mechanical Interlock (DL9-32)

	 MI40-65	 Mechanical Interlock (DL40-65)

	 MI80-95	 Mechanical Interlock (DL80-95)

	 DL12-C*	 Coil for DL9-18

	 DL32-C*	 Coil for DL25-32

	 DL40-C*	 Coil for DL40-80

	 DL2-D13	 Overload Mounting Bracket for DL2-0.16 to 25A

	 DL2-D23	 Overload Mounting Bracket for DL2-32A

	 DL2-D33	 Overload Mounting Bracket for DL2-40 to 80A

* State coil voltage when ordering

Please Note:	 Aux’s and spare coils do not fit the 
	 DL09-30-10*V Mini Contactors

DL1-22

DL1-11

DL80-40-00
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