EDITION 12

Section 1 Mini Contactor & Overload
Combinations General Purpose

Rating Approx Overload Rating
(415V 3 Phase) FLC Amps

Ref No KW HP Amps From - To
BG0910A*V+RF9 1 0.25 1/3 0.9 0.6 = 1
BG0910A*V+RF9 1.5 0.37 1/2 1.3 0.9 - 15
BG0910A*V+RF9 2.3 0.56 3/4 1.6 1.4 - 23
BG0910A*V+RF9 2.3 0.75 1 1.8 1.4 - 23
BG0910A*V+RF9 3.3 1.1 1.5 2.6 2 - 33
BG0910A*V+RF9 5 1.5 2 3.4 3 - 5
BG0910A*V+RF9 7.5 2.2 3 5 4.5 75
BG0910A*V+RF9 7.5 3 4 6.5 4.5 - 75
BG0910A*V+RF9 10 3.7 5 8 6 = 10

* State coil voltage when ordering.

Accessories

Ref No Description

BGX1011 1 NO 1 NC Contact Block
BGX1020 2 NO Contact Block

BGX1002 2 NC Contact Block

BGX5000 Mechanical Interlock

G323 2 Pole Bridge (4 per contactor)
G325 Single Pole Bridge (2 per contactor)

DC Operated Contactors

Main Poles Enclosure
Ref No AC/Amps Normally Open Normally Closed (If Required)
BG0910D* 16 3 0 EBS21
BF18.T4D* 25 4 0 EBS21
BF26.T4D* 40 4 0 EBS21
BF38.T4D* 60 4 0 EBS22

* State coil voltage when ordering.
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