Direct On Line Starters with Isolator Section 1

Protection Standard IP55

Rating Approx Overload Rating
(415V 3 Phase) FLC Ref No. (Starter Body Enclosure Amps
kw HP Amps Complete + Overload Ref No.) Dimensions From - To
0.25 1/3 0.9 - (DL1EZI + RF25/1.5) 2 09 - 15
0.37 1/2 1.3 - (DL1EZI 4+ RF25/1.5) 2 09 - 15
0.56 3/4 1.6 = (DL1EZI + RF25/2.3) 2 14 - 23
0.75 1 1.8 = (DL1EZI + RF25/2.3) 2 1.4 - 23
1.1 1.5 2.6 = (DL1EZI + RF25/3.3) 2 2 - 33
1.5 2 3.4 - (DL1EZI + RF25/5) 2 3 - 5
2.2 3 5 - (DL1EZI + RF25/7.5) 2 45 - 75
3 4 6.5 - (DL1EZI 4+ RF25/10) 2 6 - 10
3.7 5 8 = (DL1EZI + RF25/10) 2 6 - 10
4 5.5 8 = (DL1EZI + RF25/10) 2 6 - 10
5.5 7.5 11 = (DL1EZI + RF25/15) 2 9 - 12
7.5 10 15 - (DL2EZI + RF25/ 15) 2 11 - 15
9.3 12.5 18 - (DL4EZI + RF25/ 23) 2 14 - 23
10 13.5 20 - (DLAEZI 4+ RF25/ 23) 2 14 - 23
11 15 22 DL4ERI = 4 20 - 33 DL1EZI + RF25/15
15 20 28 DL4ERI - 4 20 - 33
18.5 25 36 DL5SESI = 4 28 - 42
Rating Approx Overload Rating
(240V Single Phase) FLC Ref No. (Starter Body Enclosure Amps
kw HP Amps Complete + Overload Ref No.) Dimensions From - To
0.07 1/12 1.1 - (DL1CZI + RF25/1.5) 2 09 - 15
0.1 1/8 1.5 - (DL1CZI + RF25/2.3) 2 1.4 - 23
0.12 1/6 1.7 - (DL1CZI + RF25/ 2.3) 2 1.4 - 23
0.18 1/4 2.1 = (DL1CZI + RF25/ 3.3) 2 2 - 33
0.25 1/3 2.6 = (DL1CZI + RF25/ 3.3) 2 2 - 33
0.37 1/2 3.6 = (DL1CZI + RF25/5) 2 3 - 5
0.56 3/4 5 - (DL1CZI + RF25/7.5) 2 45 - 7.5
0.75 1 6.7 - (DL1CZI + RF25/10) 2 6 - 10
1.1 1.5 9 - (DL1CZI + RF25/15) 2 9 - 12
1.5 2 12 = (DL2CZI + RF25/ 15) 2 11 - 15
2.2 3 17 = (DLACZI + RF25/ 23) 2 14 - 23 DL1CZI + RE25/15
3 4 22 DLACRI - 4 20 - 33
375 25 DLACRI - 2 20 - 33 Tel:  +44 (0) 1302 873996
4 25 27 = 4 20 - 33 Fax: +44 (0) 1302 872798
All steel enclosures For dimensions refer to page 180 www.mcg-products.com
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