
SP03 250

Audible Signal Alarms

	 Ref No	 Voltage	 Description

	 SX01 428	 24V	 4-28V AC/DC Continuous
	 SY01 428	 24V	 4-28V AC/DC Pulsating
	 SC03 115	 115V	 30-120V DC Continuous
	 SP03 115	 115V	 30-120V DC Pulsating
	 SC03 250	 250V	 50-250V AC Continuous
	 SP03 250	 250V	 50-250V AC Pulsating

Section 2 Counters

Phase Failure/Sequence Relays

	 Ref No	 Description

	 SVR400-3	 400V AC Phase Control Relay

HC48-24-R

	 Ref No	 Description

	 VW40.48.110V	 48 x 48 Hours Run Counter 110V
	 VW40.48.240V	 48 x 48 Hours Run Counter 240V
	 VW40.48.24V	 48 x 48 Hours Run Counter 24V
	 VW40.55	 55 x 55 Bezel
	 VW40.72	 72 x 72 Bezel
	 HC48-24-R	 LCD Totalising Counter
	 HC48-24-TB	 Terminal Adaptor for HC48-24-R

VW40.48 240V

VW40.55

VW40.72

A Slave Contactor (3/4 Pole) may be required to 
work with this item, rated to the supply amperage.

Please call for more details.

SX01 428

HC48-24-TB

SVR400-3
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