
Section 3 3 Phase Energy Meter

	 Ref No	 Description

	 EM21 	 3 Phase Energy Meter for DIN-rail or Panel mounting

An innovative device, that can be used for both BMS and cost 
allocation applications This three-phase energy meter is provided 
with a detachable display, that allows configuring the instrument 
for panel (72 x 72mm only) or DIN-rail mounting, either as an 
energy meter or a transducer. The EM21-72D is compact and 
easy to install, thanks to its application-oriented programming 
procedure and incorrect phase-sequence warning alert.

EM21-72D offers three selectable set of variables to be displayed. 
Moreover, all the electrical parameters of the installation can be 
made immediately available, via the RS485 port, either to the BMS 
(Building Management System) or to the standard acquisition-
monitoring system.

This enables specifiers and installers to meet the energy metering 
requirements of the current Building Regulations Part L2, cost 
effectively without having to install separate distribution boards 
and feeders for each type of load. 

The sub-metering requirements of Part L2, apply to all new and 
refurbished non-domestic buildings greater than 500m2 and call 
for energy sub-metering so that at least 90% of the estimated 
annual energy consumption can be assigned to specific end-use 
categories such as lighting, heating, pumps and fans.

Traditionally, final distribution boards supply both lighting and 
small power loads.
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