
Section 4 Modular Terminals 
Type WK/WKN

DIN VDE 0611 Part 1/11.77

EN60 947-7-1:1991/DIN VDE 0611 Pt1/08.92

UL-Data	 field/factory wiring

CSA-Data

Width	 stripping length

Approvals

Assembly Instructions for EEx e 
applications:

If modular directly next to modular 
terminals of a different size or directly next 
to earth terminals,  the relevant open side 
of a block of terminals is to be closed off by 
means of an end section or partition.

If adjacent terminal blocks are bridged by a 
jumper bar, then a snap-in partition 
(without loss of spacing), end section or 
partition is to be placed between individual 
terminal groups or at the beginning and 
end of a bridged terminal group in order to 
maintain the required clearances.

	= Stock items

*	 EEx e not for items 6, 7 and 8.

**	 Where cross jumper bars are used the 
	 voltage rating is used reduced to 380V 
	 or 400V/6kV/3.

1	 EEx e - clamps require certification. 
	 The information currently stated in the 	
	 certificate applies (eg 660V).

2	 Part certification for EEx e-approval:
	 EEx e V (?) L CIE 89 B0013U:
	 EEx e (?) ASEV 91.1 B11638U

finely stranded	 single core	 V	 A

0.5-2.5mm2	 0.5-4mm2	 750V~/900V 	 26

		  800V/8kV/3	 24

No. 22-12 AWG		  600V	 20/30

No. 24-12 AWG		  600V	 25

5mm			   9mm

Modular Terminal	 colour: grey

Modular Terminal EExi	 colour: blue

Modular Terminal EEx e*	 colour: grey

Modular Terminal	 colour: white

Accessories

1.	 Mounting rail 35, DIN rail 7.5 high (plain)	

	 Mounting rail 35, DIN rail 15 high	

	 Mounting rail 35, DIN rail 7.5 high (slotted)	

	 Mounting rail 32, G	   

2.	 End clamp with U-foot	 10mm wide

	 End clamp for TS35	 8mm wide

	 End clamp for TS32	 7.5mm wide

3.	 End section	 1.5mm thick	 colour: grey

	 End section	 1.5mm thick	 colour: blue

4.	 Partition	 1.5mm thick	 colour: grey

	 Partition	 1.5mm thick	 colour: blue

5.	 Jumper bar with screws, E-Cu

		  non-insulated	 2-pole

		  up to	 6-pole

		  insulated	 2-pole

		  up to	 12-pole

	 Non insulated Multipole

6.	 Switchable connecting link**

7.	 Socket for test plug

8.	 Test plug

9.	 Cover for jumper bar with marking facility

	 Cover strip for jumper bar for 10 terminals

	 Cover strip for 4 terminals

10.	 Snap-in partition

11.	 Snap-in cover

	 Rapid mounting handle

	 3-digit marking tag	 unmarked

	Ref No	 Part No	 Box Qty

	WK2.5U	 57.503.0055.0	 10

	WK2.5U BLUE	 57.503.0055.6	 10

	WK2.52	 57.503.0055.0	 10

	WK2.5U WHITE	 57.503.0055.2	 10

	TS35P	 98.300.0000.0	 5

	TS35HD	 98.370.0000.0	 5

	TS35S	 98.300.1000.0	 5

	TS32G	 98.190.0000.0	 5

	WE 1/U	 Z5.523.5753.0	 10

	9708/ S35	 Z5.522.7453.0	 10

	9708	 Z5.522.7053.0	 100

	AP2.5/4	 07.311.0155.0	 10

	AP2.5/4 BLUE	 07.311.0155.6	 10

	TW2.5/4	 07.311.1155.0	 10

	TW2.5/4 BLUE	 07.311.1155.6	 10

	VBWK2.5-2	 Z7.280.0277.0	 10

	VBWK2.5-6	 Z7.280.0627.0	 10

	IVBWK2.5-2	 Z7.280.2227.0	 50

	IVBWK2.5-12	 Z7.280.3227.0	 50

	VBWK2.5M	 Z7.280.0027.0	 1

			 Z7.269.4023.0	 1

			 05.509.6021.0	 50

	ST2/2.3	 Z5.553.2921.0	 50

	ADVB2.5	 04.326.2053.8	 10

	ADVB5/10	 04.342.3556.8	 50

			 04.343.4756.8	 10

	TS2.5	 07.311.2053.8	 10

	ADVB7	 04.325.5056.8	 10

	RMH	 05.594.5853.0	 10

	9705A	 04.242.0850.0	 100

Description U-foot 2.5mm2

40mm
M2.5
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