
Protection Standard IP55

Section 1Star Delta Starters with Isolator

	 Rating	 Approx			   Overload Rating
	 (415V 3 Phase)	 FLC	 Ref No.	 (Starter Body	 Enclosure	 Amps
	 kW	 HP	 Amps	 Complete	 + Overload Ref No.)	 Dimensions	 From	 -	 To

 	 1.5	 2	 3.4	       -	 (SD1EZI + RF25 / 3.3)	 3	 3.4	 -	 5.7

	 2.2	 3	 5	       -	 (SD1EZI + RF25 / 3.3)	 3	 3.4	 -	 5.7

	 3	 4	 6.5	       -	 (SD1EZI + RF25 / 5)	 3	 5.2	 -	 8.6

	 3.7	 5	 8	       -	 (SD1EZI + RF25 / 7.5)	 3	 7.8	 -	 13

	 4	 5.5	 8	       -	 (SD1EZI + RF25 / 7.5)	 3	 7.8	 -	 13

	 5.5	 7.5	 11	       -	 (SD1EZI + RF25 / 10)	 3	 10	 -	 17

	 7.5	 10	 15	       -	 (SD1EZI + RF25 / 10)	 3	 10	 -	 17

	 9.3	 12.5	 18	       -	 (SD1EZI + RF25 / 15)	 3	 15	 -	 22

	 10	 13.5	 20	       -	 (SD1EZI + RF25 / 15)	 3	 15	 -	 22

	 11	 15	 21.3	 SD2ELI		  3	 18	 -	 26

	 12.5	 17.5	 25	 SD2EMI		  3	 24	 -	 29

	 15	 20	 28	 SD3EMI		  4	 28	 -	 40

	 18.5	 25	 36	 SD3EMI		  4	 28	 -	 40

	 22	 30	 39	 SD3ENI		  4	 35	 -	 43

	 30	 40	 52	 SD4ERI		  4	 42	 -	 55

	 37	 50	 69	 SD05ELSI		  400 x 300 x 200	 48	 -	 72

	 45	 60	 79	 SD05ELTI		  400 x 300 x 200	 60	 -	 83

	 55	 75	 96	 SD06ECBI		  500 x 400 x 210	 80	 -	 112

	 90	 125	 156	 SD08ECDI		  600 x 500 x 200	 113	 -	 164

SD1EZI + RF25/15 

SD3EMI

For Starters with a 240V coil, change E to C (ie: SD2ELI becomes SD2CLI) 

All steel enclosures	 For dimensions refer to page 180
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