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RCD/MCB Enclosures 

Open Front - Plastic
Protection Standard IP40
	Ref No	 Description	  

	CT2 	 2 Module Open Front (51 x 139 x 60mm) 

	CT4 	 4 Module Open Front (88 x 139 x 60mm)  

	CT6T 	 6 Module Open Front (140 x 165 x 72mm) 

	CT8T 	 8 Module Open Front (198 x 200 x 72mm)  

	Ref No	 Description	  

	CT3G	 3 Module with Flap (83 x 175 x 11mm)

	CT5G 	 5 Module with Flap (125 x 175 x 111mm) 

	CT8G 	 8 Module with flap (215 x 175 x 111mm) 

	CT12G 	 13 Module with Flap (286 x 200 x 119mm) 

With Flap - Plastic
Protection Standard IP55

CT1M

Open Front - Metal
Protection Standard IP40
	Ref No	 Description	  

	CT1M 	 1 Module Open Front (70 x 170 x 63mm)

	CT2M 	 2 Module Open Front (70 x 170 x 63mm)

	CT3M 	 3 Module Open Front (108 x 170 x 63mm)

	CT4M 	 4 Module Open Front (105 x 190 x 63mm)

Installation Temperature Range:  -15° to +60°
Colour: RAL 7035
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