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ESB Bollard Range
The ESB Service Bollard is our most popular Marina/Caravan unit designed to 
accommodate all the services required on a modern Marina, Static Caravan Park or 
Mobile Caravan site to your specification. Please ask for details.

Specification

Outer Shell:	 Gloss foamex extra, brushed stainless steel or brushed aluminium.

Internal Spine:	 Full height galvanised steel.

Mounting:	 Four internal mounting points through reinforced base plate.

Electrical:	 Earth leakage protection by 30mA Residual Current Device. 
Overload and short circuit protection by Miniature Circuit Breaker. 
All protective devices are accessible through spring loaded IP67 
re-set windows which can be lockable if required.

Socket Outlets:	 16 Amp single phase to 250 Amp three phase sockets can be 
accommodated on variants of the ESB and can be lockable if 
required.

Lighting:	 Energy saving PL15 lamps operated via photo-electric cell.

Services Available:	 TV/Satellite, Telephone, Water, Water Metering, Standard credit 
metering, disposable and smart card metering. Computerised 
metering, CCTV and alarm/security systems.

General:	 Bollards are available in several heights depending on the services 
required and several colours when the gloss foamex ultra outer 
shell is selected. The brushed aluminium version can be anodised 
to achieve the colour of your choice.
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