
Mains Distribution Units - IP44

Section 6 Caravan/Marina 
Hook-Up Points

Ref No	 Description

MDU4W	 4 Way, 3 Phase GRP Mains Distribution Unit with Lockable Door. 
	 Individually manufactured to specific clients requirements. The MDU 
	 comes c/w a 4 pole MCCB with integral RCD and appropriate MCB’s. 
	 Incomer’s and MCB’s are on Page 91.	
	 Dimensions: 815mm x 500mm x 300mm (H x W x D).

MDU4-PED	 GRP Pedestal designed for partial burying in cable trench, leaving 	
	 300mm above ground, and having full width removable panel, 	
	 225mm high to facilitate glanding of cables
	 Dimensions: 1000mm x 500mm x 300mm (H x W x D). 
MDU6W	 6 Way, 3 Phase GRP Mains Distribution Unit with Lockable Door. 	
	 Individually manufactured to specific clients requirements. The MDU 
	 will come complete with a 4 pole MCCB with integral RCD and 
	 appropriate MCB’s. Incomer’s and MCB’s are on Page 91.	
	 Dimensions: 815mm x 500mm x 300mm (H x W x D). 

MDU6-PED	 GRP Pedestal designed for partial burying in cable trench, leaving 	
	 300mm above ground, and having full width removable panel, 
	 225mm high to facilitate glanding of cables
	 Dimensions: 1000mm x 500mm x 300mm (H x W x D).

MDU8W	 8 Way, 3 Phase GRP Mains Distribution Unit with Lockable Door. 
	 Individually manufactured to specific clients requirements. The MDU 
	 will come complete with a 4 pole MCCB with integral RCD and 
	 appropriate MCB’s. Incomer’s and MCB’s are on Page 91. 
	 Dimensions: 815mm x 500mm x 300mm (H x W x D).

MDU8-PED	 GRP Pedestal designed for partial burying in cable trench, leaving 
	 300mm above ground, and having full width removable panel, 
	 225mm high to facilitate glanding of cables
	 Dimensions: 1000mm x 500mm x 300mm (H x W x D). 

MDU12W	 12 Way, 3 Phase GRP Mains Distribution Unit with Lockable Door.
	 Individually manufactured to specific clients requirements. The MDU 
	 will come complete with a 4 pole MCCB with integral RCD and 	
	 appropriate MCB’s. Incomer’s and MCB’s on Page 91.
	 Dimensions: 1065mm x 750mm x 300mm (H x W x D). 

MDU12-PED	 GRP Pedestal designed for partial burying in cable trench, leaving 
	 300mm above ground, and having full width removable panel, 
	 225mm high to facilitate glanding of cables.
	 Dimensions: 1000mm x 750mm x 300mm (H x W x D).

MDU16W	 16 Way, 3 Phase GRP Mains Distribution Unit with Twin Lockable 
	 Doors. Individually manufactured to specific clients requirements.
	 The MDU will come complete with a 4 pole MCCB with integral RCD 
	 and appropriate MCB’s. Incomer’s and MCB’s on Page 91.
	 Dimensions: 815mm x 1000mm x 300mm (H x W x D).

MDU16-PED	 GRP Pedestal designed for partial burying in cable trench, leaving 
	 300mm above ground, and having full width removable panel, 
	 225mm high to facilitate glanding of cables
	 Dimensions: 1000mm x 1000mm x 300mm (H x W x D). 

MDU24W	 24 Way 3Phase GRP Mains Distribution Unit with Lockable Door. 	
	 Individually manufactured to specific clients requirements. The MDU 
	 will come complete with a 4 pole MCCB with integral RCD and 
	 appropriate MCB’s. Incomer’s and MCB’s on Page 91.	
	 Dimensions: 1065mm x 1500mm x 300mm (H x W x D).

MDU24-PED	 GRP Pedestal designed for partial burying in cable trench, leaving 
	 300mm above ground, and having full width removable panel, 
	 225mm high to facilitate glanding of cables
	 Dimensions: 1000mm x 1500mm x 300mm (H x W x D).

Please Note: All IP44 Mains Distribution Units are made to special order.
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